
40'' SHAKER PLATE®

3-40174  Assembly Instructions

MHB1514C

For important information on the 
SHAKER PLATE®, read the Base Man-
ual  BROCK® SHAKER PLATE® Assem-
bly Instructions, MHB1025 and the 
SAFETY instructions therein.
Read all instructions before starting assem-
bly. This instruction will be substituted for 
some Manual information on Pages 2, 4 and 5 
for other diameter models.
The 40'' [1 016 mm] SHAKER PLATE® is 
wider than the Hopper Collar opening. There-
fore, it is recommended that two SHAKER 
PLATE® halves be assembled outside the bin, 
then lifted through the ACCESS PLUS® Panel. 
Installation of the Vibrator Motor is done through one of these openings after the SHAKER PLATE® is suspended. 

Plate Assembly
1. Assemble the eight Plate sections in two halves of four Plates  each, using 5/16 x 1'' Bolts , Flat Washers (under the 

Bolt and Nut) and Hex Nuts  through the Plates and Z-Rib  as shown in Figure 1. Finger-tighten hardware. 
 

Suspension
1. Install the four Mounting Plates, Brackets and Chains onto the Hopper wall as described on Pages 2-4 in BROCK® 

SHAKER PLATE® Assembly Instructions, MHB1025. These parts and hardware are in the Suspension Kit (3-33961-1).
2. Slip a U-Bolt through the end link of each of the four suspended Chains.
3. Pass and lift the SHAKER PLATE® halves into the Hopper, rib side down. 

Take care not to drop Hardware through the Collar.
4. Refer to Pages 5-6 of BROCK® SHAKER PLATE® Assembly Instructions, 

MHB1025, for specific U-Bolt-to-Plate hardware connections. Attach the U-
Bolts through the pair of Plate holes* at every other Rib. Wherever the first U-
Bolt connection is made will determine the other three. See Figures 2 and 3.
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Item Part No. Description Qty.
1 3-38269 Plate Section 8
2 3-38858 Z-Rib 8
3 3-38273 Vibrator Backing Plate 4
4 39-20070 5/16 x 1'' Gr. 8 H H Bolts 32
5 39-20058 5/16'' Flat Washers 32
6 39-20024 5/16'' Hex Lock Nut 32 Figure 1. 

Assembly Overview

UNDERSIDE VIEW

IMPORTANT: Plate sections must alter-
nate over/under/over. Be sure outer Plates 
on each follow this connection pattern. Do 
not put hardware through the center pair of 
Rib holes* at this time.

2. Bolt the four Vibrator Backing Plates  
onto the Z-Ribs   as shown in Figure 1, 
using 5/16 x 1'' Bolts , Washers  and 
Hex Nuts , through the two end holes only, 
onto every other Rib where the Vibrator will 
attach. When four Plate sections
are fully aligned and assembled, tighten 
hardware with an impact wrench.
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Figure 2. Suspend the Plates

SIDE VIEW
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SHAKER PLATE™ Installation
1. Attach the Vibrator legs in four places to the Z-Ribs  with 3/

8'' Bolts  and Hex Nuts , with a Flat Washer  under the 
Bolt and Nut (Vibrator Hardware Mounting Bag). These con-
nections go in the middle hole of the Vibrator Backing Plate 
.  The Nut must be on the Vibrator  leg side.

2. Finish the SHAKER PLATE® assembly with the electrical 
information in the Base Manual, BROCK® SHAKER PLATE® 

Assembly Instructions, MCB1025.

The BROCK® standard one-year Warranty for Accessory items 
applies to this Part.
Specifications subject to change without notice. 

UNDERSIDE VIEW

*

See DETAIL right 
and  Figure 4.
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Item Part No. Description Qty.
1 3-38269 Plate Section 8
2 3-38858 Z-Rib 8
3 3-38273 Vibrator Backing Plate 4
4 3-34752-1 Vibrator 1
5 39-20070 5/16 x 1'' Gr. 8 Hex Head Bolts 32
6 39-20058 5/16'' Flat Washers 32
7 39-20024 5/16'' Hex Lock Nut 32
8 39-20487 3/8 x 1 1/2'' U-Bolt/location 4
9 39-20133 3/8 x 2'' Hex Head Bolt 4

10 39-20025 3/8'' Lock Nut 4

40'' [1 016 mm] SHAKER PLATE® Complete
 3-40174  Parts List

Part No. Description Qty.

3-38269 Plate Section 8
3-38858 Rib 8
3-38273 Vibrator Backing Plate 4
3-40173 Hardware Bag 1

39-20070 5/16 x 1'' Gr. 8 Hex Head Bolts 32
39-20058 5/16'' Flat Washers 32
39-20024 5/16'' Hex Lock Nut 32
3-34752-1 Vibrator 1
3-39646 Vibrator Mounting Hardware Bag 1

3-33961-1 Suspension Kit 1
MHB1025 SHAKER PLATE® Assy. Instructions 1
MHB1514 40'' SHAKER PLATE®  Instructions 1

Figure 3. Vibrator Mounting Overview
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