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GRIFCO® DIRECT-DRIVE 

CABLE WINCH*  
 
WINCHES FOR AUTOMATING  

SOW FEED DROP APPLICATIONS  

 
› Designed and tested to perform in corrosive environments.

› The high-quality motor and gear box are fitted to a rigid 0.24-inch  

   (6-mm) steel frame.

› Manual override permits operation in the absence of power.



GRIFCO® DIRECT-DRIVE 
CABLE WINCH

PT-2676B/202507

These direct-drive winches are 

designed for the electric activation 

of feed drop in typical sow 

installations. The winches have 

been independently tested and are 

supported by a one-year warranty.

Durable design

› Designed and tested to perform in 

corrosive environments.

› The high-quality motor and gear box 

are fitted to a rigid 1/4 inch (6 mm) 

steel frame.

› Manual override permits operation in 

the absence of power.

› Built-in mechanical limits result in 

perfect positioning every time.

Winch Wall Control

› Wall-mounted control is ideal for basic 

winch control.

› Features simple push-to-open and 

hold-to-close functionality.

› Available in single- and three-phase 

versions.

	 Single Phase

	 Part No. RG37612P-CT
	 CTB ref: 56930 

	 Three Phase

	 Part No. RG37812P-CT
	 CTB ref: 57085

Wall controls are available separately.

 Key Features

GRIFCO® Direct-Drive 

Cable Winch*  

For Sow Feed Drop   
Applications

Rated to 2,200 lb  
(1000 kg) direct lift

Single Phase

Three Phase

Built-in easy-to-set
limit switches

Protected against dust and
water jets. Rated NEMA 12 (IP55).

Durable  
corrosion-resistant
zinc plated finish

Solid one-piece
directional cable 
shaft

1/4 (6 mm) rigid 
steel frame for
exceptional overall 
strength

Robust direct-drive 
gear box

1.5 hp single or 
three phase motor
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*Grifco is not owned or licensed by CTB, Inc. and is the sole property of its owner.

Direct-Drive Cable Winch Specifications
Part No. RG37612P-CT

kW 1.1 kW Phase Single

Amps 7.1 A IP Rating IP55

Hp 1.5 Hp
Lifting 
Capacity

2,200 lbs 
(1000 kg)

Voltage 208-230 V Travel
12.8 ft  
(3.9 m)

All measurements above are shown in mm.


